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LIMITATION OF LIABIL ITY  

In no case and in no way, the provider of this software (AuviTran, the distributor or reseller, or any other party acting as 
provider) shall be liable and sued to court for damage, either direct or indirect, caused to the user of the software and which 
would result from an improper installation or misuse of the software. ñMisuseò and ñimproper installationò mean installation 
and use not corresponding to the instructions of this manual. 
 
AuviTran is constantly working on the improvement of the products. For that purpose, the products functionalities are bound 
to change and be upgraded without notice. Please read carefully the Userôs manual as the new functionalities will be 
described therein.   
 
 

TRADEMARKS  

All trademarks listed in this manual are the exclusive property of their respective owners. They are respected ñas isò by 
AuviTran. Any use of these trademarks must receive prior approval of their respective owners. For any question, please 
contact the trademarkôs owner directly. 
 
 

COPYRIGHT  

The information in this manual is protected by copyright. Therefore, reproduction, distribution of whole or part of this manual 
is strictly forbidden without the prior written agreement of AuviTran. 
 
 

MORE INFORMATION  

Please visit our website for any question of further inquiry concerning our product range. Updates will also be posted when 
available.  
 

http://www.auvitran.com 
 

 
 
 
 

http://www.auvitran.com/
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1  WELCOME  

AuviTran is proud to introduce you to its latest creation. The AuviTran Network ASIO Streamer gives access to a whole new 
range of applications for your EtherSound network. 
Now, every PC can play multichannel high quality audio to any EtherSound device, and it can record too!  This great new 
feature is available on all new AVY16-ES100, AVM500-ES and AVM500-ES/3ports devices. And there is more good news: if 
you already own one of these you are eligible to a free firmware update that will enable this feature. 

2  INSTALLATION  

2.1 Host computer requirements 

The AuviTran Network ASIO Streamer will install and work on any desktop or laptop PC equipped with Windows XP, 
Windows Vista or Windows 7 (32-bit or 64-bit). To communicate with remote audio devices, the PC must be equipped with a 
Gigabit Ethernet interface. 
 
AVS-ESMonitor version 3.9.0 or later is needed to setup ASIO streaming features on supported devices. AVS-ESMonitor is 
freely available at http://www.auvitran.com. 
 
An ASIO enabled application is required to record or play digital audio. 

2.2 Supported audio devices 

The AuviTran Network ASIO driver can stream digital audio to or from selected AuviTran devices. At the time of writing three 
AuviTran products currently support ASIO streaming: 

¶ AVY16-ES100, minimum firmware version: 0xE05. 

¶ AVM500-ES (and also the AVM500-ES/3ports variation), minimum firmware version: 0x118C. 

¶ AV3rd-ES100, any firmware version. 
 
Make sure your devices are supported and up to date. A firmware update utility program is available at 
http://www.auvitran.com. A deviceôs firmware version is displayed in its óPropertiesô tab in AVS-ESMonitor: 
 

 

2.3 Installation 

The AuviTran Network ASIO Streamer comes in an automated installer setup. This setup package will require administrator 
rights to successfully install the ASIO Streamer solution. The installer might request that the computer is restarted. 

2.4 Network setup 

The host PC must be connected to the 3rd port of an AVY16-ES100 to perform ASIO streaming, either directly or through a 
network switch. Alternatively, the PC can be connected to an ASIO-enabled port of an AVM500-ES. 

http://www.auvitran.com/
http://www.auvitran.com/
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3  CONFIGURATION  

3.1 Configuration of an AVY16-ES100 

3.1.1 Activating the ASIO streaming mode 

The 3rd port of the AVY16-ES100 must be configured to allow ASIO streaming. In the control panel of the AVS16-ES100 click 
on óSetupô and then select ó3rd Port + ASIOô: 

 
Selecting another mode for the third port will disable ASIO streaming. 

3.1.2 Routing the ASIO streams 
Activating the ASIO option on the 3rd port will allocate 16 more inputs/outputs that can be routed using AVS-ESMonitorôs Net 
Patch panel. The I/Os 1-16 are regular Yamaha Mixer I/Os, and the new I/Os óASIO Play 1ô to óASIO Play 16ô (or óASIO 
Record 1ô-óASIO Record 16ô) are the ASIO I/Os routed through the 3rd port.  
In the example below, 16 ASIO I/Os are connected to the 16 I/Os of the Yamaha Mixer through the EtherSound network: 
 

 














